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REPLACEMENT DEVICE -
REFER TO DEMOLITION
NOTE 16 ON ED101P

GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.
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POWER NOTES
1. FURNISH AND INSTALL AN EQUIPMENT GROUNDING CONDUCTOR WITHIN THE

RACEWAY(S) ALONG WITH PHASE CONDUCTORS FOR ALL FEEDERS AND
BRANCH CIRCUITS.  CONDUIT IS NOT PERMITTED TO ACT AS AN EQUIPMENT
GROUNDING CONDUCTOR UNLESS NOTED OTHERWISE.

2. FURNISH AND INSTALL A 4 INCH SQUARE BY 2-1/2 INCH DEEP OUTLET BOX
WITH GFCI RECEPTACLE AT 24 INCHES ABOVE FINISHED FLOOR AND
LOCATED UNDER SINK(S) FOR 24-VOLT WIRING OF EACH FAUCET INFRARED
OPERATOR.  LOCATE OUTLET BOX PER PLUMBING FIXTURE MANUFACTURER'S
INSTRUCTIONS.  CONNECT INFRARED FAUCETS FOR SINKS TO 120/24V
TRANSFORMER SERVING URINAL AND WATER CLOSET FLUSH VALVES.  DO
NOT EXCEED TEN (10) FLUSH VALVES OR FAUCETS.  COORDINATE LOCATION
AND ROUTING WITH SENSOR SYSTEM INSTALLER.

3. ALL 120V RECEPTACLES WITHIN 6 FEET OF SINKS SHALL BE GFCI TYPE.  ALL
MULTI-OUTLET STRIPS MOUNTED WITHIN 6 FEET OF SINKS SHALL BE CONNECTED
TO GFCI BREAKERS.

4. LETTERS AND NUMBERS IN PARENTHESIS, LOCATED NEXT TO ELECTRICAL
DEVICES, FOLLOWING ROOM NAMES AND NUMBERS, REPRESENT PANEL
DESIGNATIONS AND CORRESPONDING CIRCUIT NUMBERS.  CIRCUIT
NUMBERS INDICATED FOR EXISTING PANELS ARE SCHEMATIC ONLY.  FIELD
VERIFY EXACT CIRCUIT NUMBERS.

5. HCF/MC CABLE IS NOT ACCEPTABLE EXCEPT FOR LIGHT FIXTURE WHIPS FROM
JUNCTION BOX TO FIXTURES ONLY.  MAXIMUM OF 6'-0" IN LENGTH

6. FURNISH AND INSTALL PLUGSTRIP WITH DUPLEX RECEPTACLES.
USE WIREMOLD “5200” SERIES RACEWAY OR EQUAL WITH THE SALIENT
CHARACTERISTICS OF THE SPECIFIED PRODUCT BY HUBBELL, PANDUIT, OR
MONO-SYSTEMS.  REFER TO DETAIL ON SHEET EP501.

7. INSTALL 120V JUNCTION BOX, 24V AC POWER SUPPLY/TRANSFORMER, AND
WIRING TO SENSORS PROVIDED BY PLUMBING CONTRACTOR FOR URINAL
AND TOILET FLUSH VALVES IN CEILING SPACE. CONNECT UP TO EIGHT FLUSH
VALVES PER TRANSFORMER. ROUGH-IN REQUIREMENTS, EXACT LOCATION OF
OUTLET BOXES AND WIRING PER MANUFACTURER'S INSTRUCTIONS.

8. INSTALL 120V OUTLET, 24V AC POWER SUPPLY TRANSFORMER AND WIRING
TO SENSORS PROVIDED BY PLUMBING CONTRACTOR FOR ELECTRONIC
FAUCET CONTROL BELOW COUNTERTOP. CONNECT UP TO SIX FAUCETS PER
TRANSFORMER. WIRING PER MANUFACTURER'S INSTRUCTIONS.

9. 120 VOLT CIRCUIT TO JUNCTION BOX ABOVE CEILING FOR PLUMBING FIXTURE
(URINAL, WATER CLOSET, AND FAUCETS) AUTOMATIC SENSORS.

10. FURNISH AND INSTALL STEP-DOWN TRANSFORMER FOR CONTROL POWER OF
MECHANICAL AIR TERMINAL UNITS. TRANSFORMER SHALL BE RATED CLASS II,
1.0KVA, 277 VOLT PRIMARY/24V SECONDARY. MOUNT ON WALL WHERE
INDICATED. COORDINATE WITH TERMINAL UNIT AND CONTROL
CONTRACTOR.

11. ALL WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION
RATING CLASS III, DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL
EQUIPMENT AND DEVICE INSTALLATION INCLUDING CONDUIT, WIRING,
SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR OTHER AREAS THRU THIS
HAZARDOUS CLASSIFICATION AREA.

12. REPLACE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING FROM
SOURCE OR HAZARDOUS BOUNDARY. REUSE EXISTING CONDUIT AND WIRING
FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE IF COMPLIANT
WITH POWER NOTE 11. REFER TO DEMOLITION SHEETS FOR ADDITIONAL
INFORMATION.

13. REPLACE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING FROM SOURCE
OR HAZARDOUS BOUNDARY. REUSE EXISTING PANEL INTERIORS, CIRCUIT
BREAKERS, FUSES, CONDUIT, AND WIRING FOR INSTALLATION OF
REPLACEMENT ELECTRICAL EQUIPMENT IF COMPLIMENT WITH POWER NOTE
11. REFER TO DEMOLITION SHEETS FOR ADDITIONAL INFORMATION.

14. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO
HAZARDOUS CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE
UNDER SEPARATE CONTRACT UNLESS NOTED OTHERWISE.
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T

C
C

EXISTING WATER HEATER

M

EXISTING --HP MOTOR FOR DOCK DOOR

EXISTING SQUARE D POWERLOGIC CABINET
EXISTING SIEMENS PROLOGIC CABINET

M

EXISTING BOILER 2 CONTROL PANEL

EXISTING 1/2 HP STEAM BOILER 2

EXISTING 30A DISCONNECT SWITCH - BOILER 2

EXISTING 30A DISCONNECT SWITCH - 2B
EXISTING 30A DISCONNECT SWITCH - 2A

EXISTING 30A DISCONNECT SWITCH - 1B
EXISTING 30A DISCONNECT SWITCH - 1A

M

EXISTING BOILER 1 CONTROL PANEL

EXISTING 1/2 HP STEAM BOILER 1

EXISTING 30A DISCONNECT SWITCH - BOILER 1

EXIST
A&MM

WAREHOUSE
108

EXIST
LUNCH ROOM

108A

EXIST
SECRETARY

108B

EXIST
OFFICE
108C

EXIST
MECH
108E

EXIST
HKA
108D

EXIST J
108J

EXIST
BOILER
111E

EXIST
MECH
111R

EXIST
CLEAN

PRODUCTION
111

EXIST
SOLIED

PRODUCTION
111

EXISTING DOCK B

EXISTING DOCK A

TRUCK WELL

TRUCK WELLSOILED LINEN IN

CLEAN LINEN OUT

EXISTING DOOR CONTROL

DEMOLITION
NOTES 11
AND 14

EXISTING
FURNACE

EXISTING SURGE SUPPRESSOR TO REMAIN

T

GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.
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POWER NOTES
1. FURNISH AND INSTALL AN EQUIPMENT GROUNDING CONDUCTOR WITHIN THE

RACEWAY(S) ALONG WITH PHASE CONDUCTORS FOR ALL FEEDERS AND
BRANCH CIRCUITS.  CONDUIT IS NOT PERMITTED TO ACT AS AN EQUIPMENT
GROUNDING CONDUCTOR UNLESS NOTED OTHERWISE.

2. FURNISH AND INSTALL A 4 INCH SQUARE BY 2-1/2 INCH DEEP OUTLET BOX
WITH GFCI RECEPTACLE AT 24 INCHES ABOVE FINISHED FLOOR AND
LOCATED UNDER SINK(S) FOR 24-VOLT WIRING OF EACH FAUCET INFRARED
OPERATOR.  LOCATE OUTLET BOX PER PLUMBING FIXTURE MANUFACTURER'S
INSTRUCTIONS.  CONNECT INFRARED FAUCETS FOR SINKS TO 120/24V
TRANSFORMER SERVING URINAL AND WATER CLOSET FLUSH VALVES.  DO
NOT EXCEED TEN (10) FLUSH VALVES OR FAUCETS.  COORDINATE LOCATION
AND ROUTING WITH SENSOR SYSTEM INSTALLER.

3. ALL 120V RECEPTACLES WITHIN 6 FEET OF SINKS SHALL BE GFCI TYPE.  ALL
MULTI-OUTLET STRIPS MOUNTED WITHIN 6 FEET OF SINKS SHALL BE CONNECTED
TO GFCI BREAKERS.

4. LETTERS AND NUMBERS IN PARENTHESIS, LOCATED NEXT TO ELECTRICAL
DEVICES, FOLLOWING ROOM NAMES AND NUMBERS, REPRESENT PANEL
DESIGNATIONS AND CORRESPONDING CIRCUIT NUMBERS.  CIRCUIT
NUMBERS INDICATED FOR EXISTING PANELS ARE SCHEMATIC ONLY.  FIELD
VERIFY EXACT CIRCUIT NUMBERS.

5. HCF/MC CABLE IS NOT ACCEPTABLE EXCEPT FOR LIGHT FIXTURE WHIPS FROM
JUNCTION BOX TO FIXTURES ONLY.  MAXIMUM OF 6'-0" IN LENGTH

6. FURNISH AND INSTALL PLUGSTRIP WITH DUPLEX RECEPTACLES.
USE WIREMOLD “5200” SERIES RACEWAY OR EQUAL WITH THE SALIENT
CHARACTERISTICS OF THE SPECIFIED PRODUCT BY HUBBELL, PANDUIT, OR
MONO-SYSTEMS.  REFER TO DETAIL ON SHEET EP501.

7. INSTALL 120V JUNCTION BOX, 24V AC POWER SUPPLY/TRANSFORMER, AND
WIRING TO SENSORS PROVIDED BY PLUMBING CONTRACTOR FOR URINAL
AND TOILET FLUSH VALVES IN CEILING SPACE. CONNECT UP TO EIGHT FLUSH
VALVES PER TRANSFORMER. ROUGH-IN REQUIREMENTS, EXACT LOCATION OF
OUTLET BOXES AND WIRING PER MANUFACTURER'S INSTRUCTIONS.

8. INSTALL 120V OUTLET, 24V AC POWER SUPPLY TRANSFORMER AND WIRING
TO SENSORS PROVIDED BY PLUMBING CONTRACTOR FOR ELECTRONIC
FAUCET CONTROL BELOW COUNTERTOP. CONNECT UP TO SIX FAUCETS PER
TRANSFORMER. WIRING PER MANUFACTURER'S INSTRUCTIONS.

9. 120 VOLT CIRCUIT TO JUNCTION BOX ABOVE CEILING FOR PLUMBING FIXTURE
(URINAL, WATER CLOSET, AND FAUCETS) AUTOMATIC SENSORS.

10. FURNISH AND INSTALL STEP-DOWN TRANSFORMER FOR CONTROL POWER OF
MECHANICAL AIR TERMINAL UNITS. TRANSFORMER SHALL BE RATED CLASS II,
1.0KVA, 277 VOLT PRIMARY/24V SECONDARY. MOUNT ON WALL WHERE
INDICATED. COORDINATE WITH TERMINAL UNIT AND CONTROL
CONTRACTOR.

11. ALL WORK IN THIS AREA SHALL CONFORM TO HAZARDOUS CLASSIFICATION
RATING CLASS III, DIVISION 2, GROUP A, B, C, AND D. ELECTRICAL
EQUIPMENT AND DEVICE INSTALLATION INCLUDING CONDUIT, WIRING,
SEALS, ETC. PER NEC. DO NOT ROUTE CONDUIT FOR OTHER AREAS THRU THIS
HAZARDOUS CLASSIFICATION AREA.

12. REPLACE ELECTRICAL DEVICES, BACKBOXES, CONDUIT, AND WIRING FROM
SOURCE OR HAZARDOUS BOUNDARY. REUSE EXISTING CONDUIT AND WIRING
FOR INSTALLATION OF REPLACEMENT ELECTRICAL DEVICE IF COMPLIANT
WITH POWER NOTE 11. REFER TO DEMOLITION SHEETS FOR ADDITIONAL
INFORMATION.

13. REPLACE ELECTRICAL EQUIPMENT, CONDUIT, AND WIRING FROM SOURCE
OR HAZARDOUS BOUNDARY. REUSE EXISTING PANEL INTERIORS, CIRCUIT
BREAKERS, FUSES, CONDUIT, AND WIRING FOR INSTALLATION OF
REPLACEMENT ELECTRICAL EQUIPMENT IF COMPLIMENT WITH POWER NOTE
11. REFER TO DEMOLITION SHEETS FOR ADDITIONAL INFORMATION.

14. UPGRADING OF LAUNDRY EQUIPMENT FEEDERS AND BRANCH CIRCUITS TO
HAZARDOUS CLASSIFICATION CLASS III, DIVISION 2, GROUP A,B,C,D SHALL BE
UNDER SEPARATE CONTRACT UNLESS NOTED OTHERWISE.
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GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.

TYPE OF SERVICE
N - NORMAL SYSTEM
E - EQUIPMENT SYSTEM
C - CRITICAL BRANCH
L - LIFE SAFETY
BLANK - NO SEPERATE
               SERVICE

TYPE OF PANEL
PP - POWER PANEL
DP - DISTRIBUTION PANEL
LP - LIGHTING PANEL
RP - RECEPTACLE PANEL
MCC - MOTOR CONTROL
            CENTER
T - TRANSFORMER
SS -SAFETY/DISCONNECT SWITCH
ATS - AUTOMATIC TRANSFER
SWITCH
MTS - MANUAL TRANSFER SWITCH
LVRP - LOW VOLTAGE RELAY PANEL
MSB - MAIN SIWTCHBOARD
MDP - MAIN DISTRIBUTION BOARD
IPC - ISOLATED POWER CENTER
UPS - UNINTERRUPTABLE POWER
SUPPLY

VOLTAGE
120V
208V
208V/120V
240V/120V
480V
480V/277V

BREAKER NUMBER
01
.
.
.

PHASE
1PH
3PH

PANEL
DESIGNATION

CONDUCTORS
1W
2W
3W
4W

PANEL NUMBER
01
.
.
.

FLOOR
B - BASEMENT
1 - FIRST
.
R - ROOF
S - SITE
M - MEZZANINE

1/2" ‎

1/2" ‎
1/4" ‎
3/8" ‎

1/4"

3/8" ‎
1/4" ‎
3/8" ‎
1/4" ‎
3/8" ‎

1/2" ‎

1/2" ‎

6"‎

4" ‎

NOTES:
NORMAL - BLACK WITH WHITE LETTERS
EMERGENCY - RED WITH WHITE LETTERS

ROOM NAME AND NUMBER

TYPICAL PANEL NAMEPLATE
4

DIGITAL
MULTIMETER

MAIN CB

SECT 1 SECT 2 SECT 3

9
1

.
5

"

24" 36" 45"

96"

3

6

"

D

SEALED UTILITY
METERING
COMPARTMENT

MSB SWITCHBOARD - FRONT ELEVATION
1

VA BUILDING NUMBER
01
.
.
.
100

SPD

1" CONDUIT
AND FITTING
(NOTE 2)

3/4" CONDUIT
AND FITTING

NOTES:

1.  WHEN FURNITURE IS AGAINST WALL, REPLACE FLOOR BOXES  WITH RECESSED WALL MOUNTED
JUNCTION BOXES AND  COVERPLATES.  REFER TO DETAIL ON THIS SHEET.

2.  PROVIDE 1" CONDUIT FOR TWO PHONE/DATA OUTLETS AND 1 1/4"C FOR THREE PHONE/DATA OUTLETS
SHOWN FOR  FURNITURE.

1" FLEXIBLE
CONDUIT
(NOTE 2)

3/4" FLEXIBLE CONDUIT
FOR EACH SERVICE

FURNITURE BASE
COMMUNICATION BOX

FURNITURE BASE
POWER BOX

FURNITURE

FLOOR SLAB

2

DETAIL OF FURNITURE BASE CONNECTIONS
FOR POWER-IN AND COMMUNICATIONS

RPN-50-101

480, 3PH, 4W

FED FROM PPN-50-101

BKR. #1

MECH. RM. 106

SHEET NOTES:
1. ALL NEW IT DUCT TO BE 4" PVC, CONCRETE ENCASED.

2. ALL NEW 5KV DUCT TO BE 5" PVC, CONCRETE ENCASED.

3. ALL 5KV ELECTRICAL EQUIPMENT SHALL BE RATED FOR 15KV.

4. CONCRETE ENCASEMENT OF DUCT BANKS IS NOT REQUIRED BELOW SLAB
WITHIN BUILDING FOOTPRINT.

REFER TO
ONE-LINE
FOR SIZING
(TYPICAL)

REFER TO
ONE-LINE
FOR SIZING
(TYPICAL)

FINISH GRADE

UNDISTURBED EARTH

COMPACTED FILL

5" CONDUIT MINIMUM,
PROVIDE WITH PULL
STRING (TYPICAL)
SHEET NOTE 2

SPACER, CARLON
SNAP-LOC
OR APPROVED
EQUIVILENT

PLASTIC LINE
MARKER

PWR PWR

PWR PWR

SPARE

PWR

5 1/2" 3" 5 1/2" 3" 5 1/2" 4" MIN

3"

1 1/2"

6"
3"

5 
1/

2"
3"

5 
1/

2"
42

" M
IN

6"

1 7/8"

#5 REBAR (TYPICAL)
FURNISH AND INSTALL
UNDER ROADWAYS AND
PARKING LOTS ONLY

#1/0 BARE COPPER
GROUND CABLE
(TYPICAL)

UNDERGROUND SECONDARY SERVICE DUCT BANK3

r
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FINISHED FLOOR, INTERSTICE, MEZZANINE, OR ROOF DECK

LAYERED GYPSUM BOARD, CONCRETE, OR ROOFING INSULATION

METAL CORRUGATED FLOOR, INTERSTICE, MEZZANINE
OR ROOF DECKING

1 1/2" NEC
CODE MINIMUM
CLEARANCE

STRUCTURAL STEEL OR
WOOD BEAMS

ELECTRICAL CONDUCTORS,
RACEWAYS, CABLES PULL
AND  JUNCTION BOXES 1 1/2" PREFORMED

METAL (STEEL SLOTTED)
CHANNEL SUPPORT OR
METAL STANDOFF
DECKING FASTENERS

CONDUCTORS, RACEWAYS,
PULL AND JUNCTION BOXES,
OR CABLES SHALL NOT BE
INSTALLED WITHIN THE VOID
AREA CREATED BETWEEN
METAL-CORRUGATED SHEET
DECKING AND STRUCTURAL
MEMBERS

2 CONDUIT AND WIREWAY MOUNTING DETAIL

GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.

PHOTO EYE
(OVERHEAD DOOR
COMPANY SAFETY BEAM) SAFETY

EDGE
(OPTIONAL)

PNEUMATIC SAFETY
EDGE SWITCH
(OPTIONAL)

2#16 IN 3/4"C
WITH OVERHEAD DOOR
COMPANY SAFETY BEAM
4#16 IN 3/4"C WITH OTHERS
(LOW VOLTAGE - OPTIONAL)

POWER WIRING
(REFER TO POWER PLANS)

DOOR OPERATOR

4 11/16" SQUARE BY 1 1/2" DEEP
JUNCTION BOX
(LOCATED 1/2 THE TOTAL
DOOR HEIGHT)

CARD READER/PUSHBUTTON
CONTROL STATION

SECOND CARD

READER/ PUSHBUTTON

CONTROL STATION

(OPTIONAL)

5#16 IN 3/4"C
(LOW VOLTAGE -
OPTIONAL)

2#16 IN 3/4"C WITH
OVERHEAD DOOR COMPANY
SAFETY BEAM
4#16 IN 3/4"C WITH OTHERS
(LOW VOLTAGE - OPTIONAL)

PHOTO EYE

(OVERHEAD DOOR

COMPANY SAFETY

BEAM)

COIL CHORD
(OPTIONAL)

8#16 IN 3/4"C
(LOW VOLTAGE)

r
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 EXISTING  750 KVA
480Y/277V 3/ɸ 4-W

TRANSFORMER
BY C.P. CO.

(1)#3/0 CU GRD
TO BUILDING
GROUNDNG
SYSTEM. SEE DETAIL
ON SHEET EG-501.

 CT CABINET
FURNISHED BY UTILITY

EXISTING
PRIMARY
BY C.P. CO.

EXTERIOR LAUNDRY (BOILER ROOM)

225AF
150AT
3P

400AF
400AT
3P

100A
3P

SSN-145-104
(FORMERLY
LD) 3P
FUSIBLE

TN-145-101
REPLACEMENT
277/480V TO
120/208V
75 KVA TN-145-104

(FORMERLY LD)
30 KVA

PPN-145-107

225AF
225AT
3-P

400AF
400AT
3P

PPN-145-111

100AF
90AT
3P

100AF
90AT
3P

RPN-145-113 RPN-145-117

TN-145-111
277/480V TO
208/120
45 KVA

RPN-145-114A
FORMERLY
PANEL D

DPN-145-111
(FORMERLY HA-9/PDP-A)

800A BUS 480Y/277V-3PH-4W

100AF
60AT
3P

 MSBN-145-101
(FORMERLY MSHA/SES)

2000A BUS
480Y/277V-3PH-4W

(5) SETS OF 4#750KCMIL
AND 1#500KCMIL GND IN
5"C EACH

100AF
60AT
3P

100AF
60AT
3P

2 3 4 5 6 7 8 10 11 12 13

800AF
600AT
3P

14

100AF
90AT
3P

15

DISC-01
100A-NF

3P

M

AHU-1
(54 FLA)

C100

DISC-02
200A-NF

3P

M

AHU-2
(118 FLA)

200AF
200AT
3P

16

DISC-03
200A-NF

3P

M

AHU-3
(MCA=174A)
(MOP=200A)

C200 C200
IN 2 1/2"C

TN-145-112
277/480V TO
208/120
30 KVA

2 3 4 5 6

225AF
150AT
3P

7 8 9 10

225AF
225AT
3P

400AF
400AT
3P

11

SPACE
3P

14

SPACE
3P

15

SPACE
3P

16

2500AF
2500AT

DIGITAL
METERING

GF

800AF
600AT

3 CT'S
2500:5

3 PT'S
480V-120V

PPN-145-101 PPN-145-102 PPN-145-103 PPN-145-105 PPN-145-106PPN-145-104

RPN-145-101 RPN-145-102 RPN-145-103 RPN-145-104
FORMERLY
LD-1/LP-M

PPN-145-108

17 18 19 20 21 22 23 24

LPE-145-101
LIGHTING
INVERTOR

30KVA

C60N

TO EGRESS AND
EXIT LIGHTING

100AF
100AT
3P

1

C100

SPD

100AF
100AT
3P

1

C100

SPD

POSITIONS
24-30
3P SPACE
FOR FUTURE
BREAKER

60AF
30AT
3P

225AF
200AT
3P

225AF
225AT
3P

100AF
60AT
3P

225AF
150AT
3P

225AF
225AT
3P

225AF
225AT
3P

225AF
225AT
3P

400AF
400AT
3P

400AF
400AT
3P

C350N

C60

C350N C250N C350N C225N

C150 C150 C60 C225N C600N

C225N

LPN-145-101

C130

225AF
125AT
3P

225AF
225AT
3P

15
LOOP SWITCH
S&C PME

GE-04-100
1000KW DIESEL
 POWERED EMERGENCY
GENERATOR
(CONTINUOUS DUTY
 RATING, 750 KW-
937.5 KVA @.8 PF)
1127.7A-480Y/277V- 3PH-4W
(PORTABLE GENERATOR)

2500AF
1800AT

Y

CTCE-145-101
2500A-3PH-4W
CAMLOCK
TERMINATION
CABINET FOR
PORTABLE
GENERATOR OR
LOAD BANK
(NEMA 3R)

2500AF
2500AT

(5) SETS OF 4#750KCMIL
AND 1#500KCMIL GND IN
5"C EACH

RPN-145-105

C60

100AF
60AT
3P

RPN-145-115
FORMERLY
PANEL M1

LPN-145-102

225AF
225AT
3P

SPARESPARE

100AF
100AT
3P

SPARE

RPN-145-111 RPN-145-112

L

N E

MTSE-145-101
2500A-3PH- 4W (4P)
MANUAL TRANSFER
SWITCH

DIGITAL
METERING

3 CT'S
2500:5

3 PT'S
480V-120V

C350N

225AF
125AT
3P

C175N C130N

C175N

C100 C60 C100N

13

SPACE
3P

12

C150C60

C130N

RPN-145-114B
FORMERLY
PANEL D1

C225N

TN-145-113
277/480V TO
208/120
45 KVA

C130N

TN-145-117
277/480V TO
208/120
30 KVA

TN-145-114
277/480V TO
208/120
FORMERLY D
30 KVA

TN-145-115
277/480V TO
208/120
FORMERLY M1
75 KVA

225AF
150AT
3P

9

C150

TN-145-102
REPLACEMENT
277/480V TO
120/208V
75 KVA

C225N C225N C225N

TN-145-103
REPLACEMENT
277/480V TO
120/208V
75 KVA

TN-145-105
REPLACEMENT
277/480V TO
120/208V
30 KVA

C130N

LPE-145-102

TE-145-106
REPLACEMENT
277/480V TO
120/208V
15 KVA

C60N

C25

REPLACEMENT
FOR
HA-1

REPLACEMENT
FOR
HA-2

REPLACEMENT
FOR
HA-3

REPLACEMENT
FOR
HA-5

REPLACEMENT
FOR
HA-6

REPLACEMENT
FOR
HA-4

REPLACEMENT
FOR
HA-7

REPLACEMENT
FOR
 LB-1

REPLACEMENT
FOR
LB-2

REPLACEMENT
FOR

 LC-1/LP-L

REPLACEMENT
FOR
HA-8

REPLACEMENT
FOR
LE-1

FOR
EXISTING

120V
NL'S

REPLACEMENT
FOR

PANEL A

REPLACEMENT
FOR

PANEL 2

REPLACEMENT
FOR

 PANEL 1

REPLACEMENT
FOR

PANEL B

REPLACEMENT
FOR

PANEL C

REPLACEMENT
FOR

 PANEL WLP

C225N

DISC-05
200A-NF

3P

M

DISC-06
400A-NF

3P

M

250AF
250AT
3P

ACC-1
(MCA=240A)
(MOP=250A)

ACC-2
(MCA=118A)
(MOP=125A)

C130 C250
IN 2 1/2"CIN 1 1/2"C IN 1 1/2"C IN 2 1/2"C

GENERAL NOTES
1. REFER TO SYMBOLS AND ABBREVIATIONS LIST ON SHEET E-002.

2. REFER TO MOUNTING HEIGHTS, GENERAL, AND ELECTRICAL NOTES ON SHEET E-001.

3. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

4.

5. THE FOLLOWING LINEWEIGHTS INDICATE:

                                LIGHT SOLID LINE INDICATES EXISTING EQUIPMENT AND
                                FEEDERS

                                DARK (BOLD) DASHED LINE INDICATES EQUIPMENT
                                AND FEEDERS DEMOLISHED OR RELOCATED UNDER THIS CONTRACT
                                RELOCATED ITEMS ARE SHOWN WITH AN (R) NEXT TO FEEDER OR
                                EQUIPMENT

                                DARK (BOLD) SOLID LINE INDICATES EQUIPMENT AND
                                FEEDERS FURNISHED AND INSTALLED UNDER THIS
                                CONTRACT

SHADING INDICATES AREA TO
REMAIN THE SAME. ALL
SCHEDULED WORK AREAS
FEATURE NO SHADING.

SHEET NOTES
1. MAXIMUM AVAILABLE FAULT CURRENT AT METER (CALCULATED VALUES BY CONSUMERS

ENERGY ON 10-22-2014):
* 120 MVA THREE PHASE SYMMETRICAL, WITH AN X/R RATIO OF 4.0
* 104 MVA LINE TO LINE SYMMETRICAL, WITH AN X/R RATIO OF 4.0
*  34 MVA LINE TO GROUND SYMMETRICAL, WITH AN X/R RATIO OF 3.7

2. FEEDER SIZE TO AVOID VOLTAGE DROP DUE TO PARALLEL RUNS.

NOT TO SCALE3 FEEDER SCHEDULE COPPER

600 VOLT COPPER FEEDER AND BRANCH CIRCUIT SCHEDULE

C20 3#12 & 1#12 GND IN 3/4"C

C30

C40

3#6 & 1#10 GND IN 3/4"CC60

3#4 & 1#8 GND IN 1"CC70

3#3 & 1#8 GND IN 1"CC80

C100

3#1 & 1#6 GND IN 1 1/4"CC130

3#1/0 & 1#6 GND IN 1 1/2"CC150

3#2/0 & 1#6 GND IN 1 1/2"CC175

3#3/0 & 1#6 GND IN 2"CC200

3#4/0 & 1#4 GND IN 2"CC225

3-250 KCMIL & 1#4 GND IN 2"CC250

3#10 & 1#10 GND IN 3/4"C

3#8 & 1#10 GND IN 3/4"C

3#2 & 1#8 GND IN 1 1/4"C

4-250 KCMIL & 1#4 GND IN 2 1/2"C

4#4/0 & 1#4 GND IN 2 1/2"C

4#3/0 & 1#6 GND IN 2"C

4#2/0 & 1#6 GND IN 2"C

4#1/0 & 1#6 GND IN 1 1/2"C

4#1 & 1#8 GND IN 1 1/2"C

4#2 & 1#6 GND IN 1 1/4"C

4#3 & 1#8 GND IN 1 1/4"C

4#4 & 1#8 GND IN 1 1/4"C

4#6 & 1#10 GND IN 1"C

4#8 & 1#10 GND IN 3/4"C

4#10 & 1#10 GND IN 3/4"C

4#12 & 1#12 GND IN 3/4"CC20N

C200N

C250N

C225N

C175N

C150N

C130N

C100N

C70N

C80N

C60N

C40N

C30N

3-350 KCMIL & 1#3 GND IN 2 1/2"C

C3600

C4000

C2000

C2400

C1600

C500

C800

C1200

C1000

C600

C450

C350

C300

3-500 KCMIL & 1#3 GND IN 3"C

(2) 3#4/0 & 1#2 GND IN 2"C

(2) 3-250 KCMIL & 1#2 GND IN 2"C

(2) 3-350 KCMIL & 1#1/0 GND IN 2 1/2"C

(2) 3-500 KCMIL & 1#1/0 GND IN 3"C

(3) 3-400 KCMIL & 1#2/0 GND IN 3"C

(3) 3-500 KCMIL & 1#3/0 GND IN 3"C

(4) 3-500 KCMIL & 1#4/0 GND IN 3"C

(5) 3-500 KCMIL & 1-250 KCMIL GND IN 3"C

(6) 3-500 KCMIL & 1-350 KCMIL GND IN 3"C

(9) 3-500 KCMIL & 1-500 KCMIL GND IN 3"C

(10) 3-500 KCMIL & 1-500 KCMIL GND IN 3"C

C3200 (8) 3-500 KCMIL & 1-500 KCMIL GND IN 3"C (8) 4-500 KCMIL, 1-500 KCMIL GND IN 3 1/2"C

(9) 4-500 KCMIL, 1-500 KCMIL GND IN 3 1/2"C

(10) 4-500 KCMIL, 1-500 KCMIL GND IN 3 1/2"C

(6) 4-500 KCMIL, 1-350 KCMIL GND IN 3 1/2"C

(5) 4-500 KCMIL, 1-250 KCMIL GND IN 3"C

(4) 4-500 KCMIL, 1#4/0 GND IN 3"C

(3) 4-500 KCMIL, 1#3/0 GND IN 3"C

(3) 4-400 KCMIL, 1#2/0 GND IN 3"C

(2) 4-500 KCMIL, 1#1/0 GND IN 3"C

(2) 4-350 KCMIL, 1#1 GND IN 3"C

(2) 4-250 KCMIL, 1#2 GND IN 2 1/2"C

(2) 4#4/0 & 1#2 GND IN 2 1/2"C

4-500 KCMIL & 1#3 GND IN 3 1/2"C

4-350 KCMIL & 1#4 GND IN 3"C

C800N

C600N

C500N

C450N

C350N

C300N

(EMT, RIGID, IMC, PVC- SCH 40)

C1000N

C1200N

C1600N

C2000N

C2400N

C3200N

C3600N

C4000N

= SINGLE PHASE SERVICE (480V, 208V): (2) NON - GROUNDED CONDUCTORS, WITH NEUTRAL AND GROUND.

FEEDER SIZE
MAX
OPD

SETTING
FEEDER SIZE WITH NEUTRAL NEC MAX

AMPACITY

20A20A

30A30A

40A40A

60A55A

90A85A

100A95A

150A130A

150A150A

175A175A

200A200A

250A230A

300A255A

350A310A

400A380A

500A460A

600A510A

700A620A

800A760A

1000A1005A

1140A1140A

1520A1520A

1900A1900A

2250A2280A

3040A3040A

3400A3420A

3800A3800A

NOTES

1. BASIS FOR THIS SCHEDULE:

A. NATIONAL ELECTRICAL CODE TABLE 310-16 THWN/THHN(COPPER)

B. NATIONAL ELECTRICAL CODE SECTION 110-14:

a. TERMINATIONS PROVISIONS FOR EQUIPMENT RATED 100A OR
LESS, OR EQUIPMENT THAT IS MARKED FOR #14 TO #1 AWG
CONDUCTORS, ARE RATED FOR USE WITH CONDUCTORS
RATED 60 DEGREES C.

b. TERMINATIONS PROVISIONS FOR EQUIPMENT RATED GREATER
THAN 100A, OR EQUIPMENT TERMINATIONS MARKED FOR
CONDUCTORS LARGER THAN #1 AWG, ARE RATED FOR USE
WITH CONDUCTORS RATED FOR 75 DEGREES C.

C. CONDUIT SIZE BASED ON SMALLEST INSIDE DIAMETER OF CONDUIT.
CONDUIT SIZE MAY BE MODIFIED DEPENDENT UPON RACEWAY
TYPE AND SHALL COMPLY WITH NATIONAL ELECTRICAL CODE.

D. MAXIMUM OVERCURRENT PROTECTION DEVICE SETTINGS ARE BASED ON
NEC SECTIONS 240.4B AND 240.4C.

2. IDENTIFICATION TAGS REPRESENT NOMINAL AMPACITY ONLY.  ACTUAL
CONDUCTOR AMPACITY SHALL BE BASED ON TABLE 310-16, INCLUDING
THE PROPER DERATING FACTORS.

CXXNS

C5000 (13) 3-500 KCMIL & 1-500 KCMIL GND IN 3"C (13) 4-500 KCMIL, 1-500 KCMIL GND IN 3 1/2"CC5000N 4900A4940A

C5300 (14) 3-500 KCMIL & 1-500 KCMIL GND IN 3"C (14) 4-500 KCMIL, 1-500 KCMIL GND IN 3 1/2"CC5300N 5300A5320A

C4200 (11) 3-500 KCMIL & 1-500 KCMIL GND IN 3"C (11) 4-500 KCMIL, 1-500 KCMIL GND IN 3 1/2"CC4200N 4000A4180A

C4500 (12) 3-500 KCMIL & 1-500 KCMIL GND IN 3"C (12) 4-500 KCMIL, 1-500 KCMIL GND IN 3 1/2"CC4500N 4500A4560A

C400 (2) 3#3/0 & 1#3 GND IN 2"C (2) 4#3/0 & 1#3 GND IN 2 1/2"CC400N 400A400A

r

Albert Kahn Associates, Inc. is a member of

the Albert Kahn Family of Companies.

Albert Kahn Building

7430 Second Ave.

Detroit, Michigan 48202-2798

© 2007

ISSUE 004 - CD OWNER REVIEW 11/20/14

ISSUE 005 - CD OWNER REVIEW (REVISED) 02/13/15

ISSUE 003 - SD-DD OWNER REVIEW 10/15/14

ISSUE 001 - SD OWNER REVIEW 09/10/12

ISSUE 006 - BID 06/12/15

ISSUE 007 - BID UPDATE 07/24/15



GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.

SHEET NOTES
1. PROVIDE BRACING AND INTERRUPTING RATINGS FOR ALL EQUIPMENT BASED ON

VALUES SHOWN ON 00-EP-700 THROUGH 00-EP-711 AND CORRESPONDING NOTES.

2. MOTOR HP AND SHAFT KW IS CONVERTED TO KVA BASED ON TABLE 430.150 OF THE
NEC. HP = SHAFT KW/0.746

3. DEVICE SIZE AND OVER-CURRENT PROTECTION LOADS BASED ON 125% OF FULL LOAD
PER ARTICLE 210.20 OF THE NEC.

4. FUSES (DUAL ELEMENT) FEEDING MOTORS BASED ON 150% OF FULL LOAD AS ALLOWED
PER TABLE 430.52 OF THE NEC (175% MAX).

5. CIRCUIT BREAKERS (INVERSE TIM E) FEEDING MOTORS BASED ON 200% OF FULL LOAD
AS ALLOWED PER TABLE 430.52 OF THE NEC (2505 MAX) AS IS SUGGESTED SIZE.
RECOMMENDED SIZE OF CIRCUIT BREAKERS MAY VARY BY PANELBOARD
MANUFACTURER.

6. MINIMUM FEEDER AMPS CALCULATED FROM 125% OF CONTINUOUS AND LARGEST
INDIVIDUAL LOAD (IF NON-CONTINUOUS) PLUS REMAINING NON-CONTINUOUS
CONNECTED (C) OR DEMAND (D) LOAD PER ARTICLE 215.2 AND 220.4(A) OF THE NEC.

7. ACTUAL CIRCUIT BREAKER FRAME SIZE MAY VARY BY PANELBOARD MANUFACTURER.

8. ALL MAIN BREAKERS IN POWER DISTRIBUTION PANELS (PDP) TO BE 100% RATED.

9. ALL SHUNT TRIP CIRCUIT BREAKERS TO HAVE BELL CIRCUIT WHERE REQUIRED.

10. ELECTRICAL DEVICE/EQUIPMENT QUANTITIES SHOWN IN PANEL SCHEDULES ARE NOT
TO BE USED FOR BIDDING PURPOSES.  REFER TO ELECTRICAL PLANS FOR
DEVICE/EQUIPMENT LOCATIONS AND QUANTITIES.
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GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.

SHEET NOTES
1. PROVIDE BRACING AND INTERRUPTING RATINGS FOR ALL EQUIPMENT BASED ON

VALUES SHOWN ON 00-EP-700 THROUGH 00-EP-711 AND CORRESPONDING NOTES.

2. MOTOR HP AND SHAFT KW IS CONVERTED TO KVA BASED ON TABLE 430.150 OF THE
NEC. HP = SHAFT KW/0.746

3. DEVICE SIZE AND OVER-CURRENT PROTECTION LOADS BASED ON 125% OF FULL LOAD
PER ARTICLE 210.20 OF THE NEC.

4. FUSES (DUAL ELEMENT) FEEDING MOTORS BASED ON 150% OF FULL LOAD AS ALLOWED
PER TABLE 430.52 OF THE NEC (175% MAX).

5. CIRCUIT BREAKERS (INVERSE TIM E) FEEDING MOTORS BASED ON 200% OF FULL LOAD
AS ALLOWED PER TABLE 430.52 OF THE NEC (2505 MAX) AS IS SUGGESTED SIZE.
RECOMMENDED SIZE OF CIRCUIT BREAKERS MAY VARY BY PANELBOARD
MANUFACTURER.

6. MINIMUM FEEDER AMPS CALCULATED FROM 125% OF CONTINUOUS AND LARGEST
INDIVIDUAL LOAD (IF NON-CONTINUOUS) PLUS REMAINING NON-CONTINUOUS
CONNECTED (C) OR DEMAND (D) LOAD PER ARTICLE 215.2 AND 220.4(A) OF THE NEC.

7. ACTUAL CIRCUIT BREAKER FRAME SIZE MAY VARY BY PANELBOARD MANUFACTURER.

8. ALL MAIN BREAKERS IN POWER DISTRIBUTION PANELS (PDP) TO BE 100% RATED.

9. ALL SHUNT TRIP CIRCUIT BREAKERS TO HAVE BELL CIRCUIT WHERE REQUIRED.

10. ELECTRICAL DEVICE/EQUIPMENT QUANTITIES SHOWN IN PANEL SCHEDULES ARE NOT
TO BE USED FOR BIDDING PURPOSES.  REFER TO ELECTRICAL PLANS FOR
DEVICE/EQUIPMENT LOCATIONS AND QUANTITIES.
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GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.

SHEET NOTES
1. PROVIDE BRACING AND INTERRUPTING RATINGS FOR ALL EQUIPMENT BASED ON

VALUES SHOWN ON 00-EP-700 THROUGH 00-EP-711 AND CORRESPONDING NOTES.

2. MOTOR HP AND SHAFT KW IS CONVERTED TO KVA BASED ON TABLE 430.150 OF THE
NEC. HP = SHAFT KW/0.746

3. DEVICE SIZE AND OVER-CURRENT PROTECTION LOADS BASED ON 125% OF FULL LOAD
PER ARTICLE 210.20 OF THE NEC.

4. FUSES (DUAL ELEMENT) FEEDING MOTORS BASED ON 150% OF FULL LOAD AS ALLOWED
PER TABLE 430.52 OF THE NEC (175% MAX).

5. CIRCUIT BREAKERS (INVERSE TIM E) FEEDING MOTORS BASED ON 200% OF FULL LOAD
AS ALLOWED PER TABLE 430.52 OF THE NEC (2505 MAX) AS IS SUGGESTED SIZE.
RECOMMENDED SIZE OF CIRCUIT BREAKERS MAY VARY BY PANELBOARD
MANUFACTURER.

6. MINIMUM FEEDER AMPS CALCULATED FROM 125% OF CONTINUOUS AND LARGEST
INDIVIDUAL LOAD (IF NON-CONTINUOUS) PLUS REMAINING NON-CONTINUOUS
CONNECTED (C) OR DEMAND (D) LOAD PER ARTICLE 215.2 AND 220.4(A) OF THE NEC.

7. ACTUAL CIRCUIT BREAKER FRAME SIZE MAY VARY BY PANELBOARD MANUFACTURER.

8. ALL MAIN BREAKERS IN POWER DISTRIBUTION PANELS (PDP) TO BE 100% RATED.

9. ALL SHUNT TRIP CIRCUIT BREAKERS TO HAVE BELL CIRCUIT WHERE REQUIRED.

10. ELECTRICAL DEVICE/EQUIPMENT QUANTITIES SHOWN IN PANEL SCHEDULES ARE NOT
TO BE USED FOR BIDDING PURPOSES.  REFER TO ELECTRICAL PLANS FOR
DEVICE/EQUIPMENT LOCATIONS AND QUANTITIES.
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COMMUNICATION NOTES
1. EXTEND EXISTING FIRE ALARM SYSTEM CIRCUITING TO ACCOMMODATE

DEVICES INSTALLED UNDER THIS CONTRACT AS REQUIRED.  REPROGRAM FIRE
ALARM CONTROL PANEL AS REQUIRED.  ALL FIRE ALARM CABLE AND WIRING
SHALL BE INSTALLED IN CONDUIT.

2. ELECTRONICALLY LOCKED EGRESS DOORS SHALL BE INTERLOCKED TO THE
FIRE ALARM SYSTEM TO RELEASE ON CENTRAL ALARM.

3. EXTEND EXISTING TELEPHONE/DATA CIRCUITS AS REQUIRED.

4. EXTEND EXISTING NURSE CALL SYSTEM CIRCUITING TO ACCOMMODATE
DEVICES INSTALLED UNDER THIS CONTRACT AS REQUIRED. ALL NURSE CALL
DEVICES REPORT TO EXISTING MASTER STATION LOCATED IN EXISTING
RECEPTION A234.

5. TYPICAL IN-WALL DATA OUTLETS SHALL BE 4"X4"X2 3/4" WITH SINGLE GANG
MUD RINGS AND 1" CONDUIT TO OPEN SPACE ABOVE NEAREST LAY IN
CEILING (NORMALLY IN THE SAME ROOM).  REFER TO SHEET NO. EC501 FOR
ADDITIONAL INFORMATION.

6. FURNISH AND INSTALL PLUGSTRIP WITH DATA OUTLETS. REFER TO DETAIL ON
SHEET EP105.

7. EXTEND EXISTING PUBLIC ADDRESS SYSTEM CIRCUITING TO ACCOMMODATE
DEVICES INSTALLED UNDER THIS CONTRACT AS REQUIRED. ALL PUBLIC
ADDRESS DEVICES AND CIRCUITING TIE BACK INTO VOLUME CONTROLS
LOCATED IN COMM A237, A270, OR B230.

8. THE PLANS INDICATE DEVICES AND EQUIPMENT BEING REMOVED,
RELOCATED, AND/OR REINSTALLED BY AN "(R)".  ACTUAL QUANTITIES OF
DEVICES MAY DIFFER FROM FIELD CONDITIONS DUE TO DAMAGE OR
CHANGES IN HEALTH CARE OPERATIONS SINCE FIELD SURVEY. FURNISH AND
INSTALL DEVICES AND EQUIPMENT TO MATCH THIS PLAN.

9. EXISTING TELEMETRY ANTENNAS AND TELEMED STATION A213 ARE TO REMAIN
ACTIVE DURING CONSTRUCTION.

GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.
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COMMUNICATION NOTES
1. EXTEND EXISTING FIRE ALARM SYSTEM CIRCUITING TO ACCOMMODATE

DEVICES INSTALLED UNDER THIS CONTRACT AS REQUIRED.  REPROGRAM FIRE
ALARM CONTROL PANEL AS REQUIRED.  ALL FIRE ALARM CABLE AND WIRING
SHALL BE INSTALLED IN CONDUIT.

2. ELECTRONICALLY LOCKED EGRESS DOORS SHALL BE INTERLOCKED TO THE
FIRE ALARM SYSTEM TO RELEASE ON CENTRAL ALARM.

3. EXTEND EXISTING TELEPHONE/DATA CIRCUITS AS REQUIRED.

4. EXTEND EXISTING NURSE CALL SYSTEM CIRCUITING TO ACCOMMODATE
DEVICES INSTALLED UNDER THIS CONTRACT AS REQUIRED. ALL NURSE CALL
DEVICES REPORT TO EXISTING MASTER STATION LOCATED IN EXISTING
RECEPTION A234.

5. TYPICAL IN-WALL DATA OUTLETS SHALL BE 4"X4"X2 3/4" WITH SINGLE GANG
MUD RINGS AND 1" CONDUIT TO OPEN SPACE ABOVE NEAREST LAY IN
CEILING (NORMALLY IN THE SAME ROOM).  REFER TO SHEET NO. EC501 FOR
ADDITIONAL INFORMATION.

6. FURNISH AND INSTALL PLUGSTRIP WITH DATA OUTLETS. REFER TO DETAIL ON
SHEET EP105.

7. EXTEND EXISTING PUBLIC ADDRESS SYSTEM CIRCUITING TO ACCOMMODATE
DEVICES INSTALLED UNDER THIS CONTRACT AS REQUIRED. ALL PUBLIC
ADDRESS DEVICES AND CIRCUITING TIE BACK INTO VOLUME CONTROLS
LOCATED IN COMM A237, A270, OR B230.

8. THE PLANS INDICATE DEVICES AND EQUIPMENT BEING REMOVED,
RELOCATED, AND/OR REINSTALLED BY AN "(R)".  ACTUAL QUANTITIES OF
DEVICES MAY DIFFER FROM FIELD CONDITIONS DUE TO DAMAGE OR
CHANGES IN HEALTH CARE OPERATIONS SINCE FIELD SURVEY. FURNISH AND
INSTALL DEVICES AND EQUIPMENT TO MATCH THIS PLAN.

9. EXISTING TELEMETRY ANTENNAS AND TELEMED STATION A213 ARE TO REMAIN
ACTIVE DURING CONSTRUCTION.

GENERAL NOTES
1. REFER TO SPECIFICATIONS FOR ADDITIONAL ELECTRICAL REQUIREMENTS.

2. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS AND REFLECTED CEILING
PLANS FOR COORDINATION OF ELECTRICAL DEVICES.

3. REFER TO CODE COMPLIANCE PLANS FOR FIRE BARRIERS, EGRESS PATHS AND
TRAVEL DISTANCES ON SHEET GI002 THOUGH GI006.

4. REFER TO PHASING PLANS AND CONSTRUCTION ACCESS PLAN FOR
COORDINATION OF ELECTRICAL DEVICES, EQUIPMENT, TEMPORARY
PARTITION LOCATIONS, DEMOLITION AND INSTALLATION TIMING OF WORK
ON SHEET NOS. GC100 AND IN SPECIFICATIONS.

5. REFER TO ARCHITECTURAL SHEETS FOR RATED WALL LOCATIONS, FLOOR SAW
CUTTING AND REPAIR INFORMATION.

6. REFER TO MECHANICAL/ELECTRICAL SCHEDULES AND NOTES ON SHEETS
ME601 FOR ADDITIONAL INFORMATION.

7. THE FOLLOWING SHADING INDICATES:

SHADING INDICATES AREA OF EXISTING DEVICES,
EQUIPMENT, AND FEEDERS TO REMAIN UNLESS
NOTED OTHERWISE.   AREAS FEATURING NO
SHADING INDICATE WORK TO BE DEMOLISHED,
FURNISHED AND INSTALLED UNDER THIS
CONTRACT UNLESS NOTED OTHERWISE. ALL
CIRCUITS/HOME RUNS OVERLAPPING WORK
SCOPE AREA IS INCLUDED UNDER THIS
CONTRACT.

8. THE FOLLOWING LINEWEIGHTS INDICATE:

LIGHT SOLID LINES INDICATE EXISTING EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO
REMAIN AND ARE SHOWN FOR REFERENCE ONLY.
EXISTING LOCATIONS AND LAYOUT MAY DIFFER
FROM LAYOUT SHOWN.  FIELD VERIFY EXACT
LOCATIONS AND LAYOUT.

DARK (BOLD) DASHED LINES INDICATE EXISTING
EQUIPMENT, DEVICES, BRANCH CIRCUITS, AND
FEEDERS TO BE REMOVED OR RELOCATED UNDER
THIS CONTRACT.  RELOCATED ITEMS WILL BE
DESIGNATED WITH AN "(R)" NEXT TO THE
EQUIPMENT OR FEEDER.

DARK (BOLD) SOLID LINES INDICATE EQUIPMENT,
DEVICES, BRANCH CIRCUITS, AND FEEDERS TO BE
FURNISHED AND INSTALLED UNDER THIS
CONTRACT.

1

REX

SUPPLY AND INSTALL 2-GANG,
1" DEEP SWITCH BOX FOR CARD
READER ON NON-SECURE SIDE
OF OPENING AS SHOWN ON
FLOOR PLAN.  CARD READER
SUPPLIED BY SECURITY
CONTRACTOR.

DUAL CARD READER MODULE
SUPPLIED BY SECURITY
CONTRACTOR AND INSTALLED
BY ELECTRICAL CONTRACTOR.
LOCATE ABOVE ACCESSIBLE
CEILING ON SECURE SIDE OF
OPENING AS SHOWN ON
FLOOR PLAN AND AS
CONDITIONS PERMIT.

48
"

ACCESSIBLE CEILING

7"

ELECTRIFIED
EXIT DEVICE
(DIVISION 8)

CR

120 VAC 200W DEDICATED
CIRCUIT (REFER TO POWER
PLANS FOR CIRCUIT NUMBER
AND PANEL DESIGNATION)

DOOR POWER SUPPLY SUPPLIED BY DOOR HARDWARE
CONTRACTOR AND INSTALLED BY ELECTRICAL CONTRACTOR.
LOCATE ABOVE ACCESSIBLE CEILING ON SECURE SIDE OF OPENING
AS SHOWN ON FLOOR PLAN AND AS CONDITIONS PERMIT.

1  GANG - 1" DEEP SWITCH BOX FOR REQUEST TO EXIT DEVICE.
SUPPLIED AND INSTALLED BY ELECTRICAL CONTRACTOR.  LOCATE
ON WALL ABOVE DOOR OR IN CEILING TILE ON SECURE SIDE OF
OPENING AS SHOWN ON FLOOR PLAN.  CENTER WITH DOOR AS
CONDITIONS PERMIT.

POWER TRANSFER
(DIVISION 8)

3/4"C

3/4"C

AUTOMATIC DOOR
OPERATOR (DIVISION 8)

3/4"C

PS

DCR

NOT TO SCALE
CARD READER - AUTOMATIC DOOR DETAIL

NOTES:

1. STUB CONDUITS INTO ALUMINUM FRAME.  USE FRAME FOR
CONTINUATION OF WIRE RUN TO DEVICES.

2. POWER AND OTHER WIRING REQUIREMENTS FOR AUTO DOOR
OPERATOR TO BE COORDINATED WITH AUTO DOOR CONTRACTOR.

3. DOOR CONTROLS SHOWN ON DRAWINGS ARE INDICATED TO
DEMONSTRATE DESIGN INTENT.  ACTUAL QUANTITIES  AND
LOCATIONS SHALL BE AS RECOMMENDED BY DOOR HARDWARE
AND SECURITY CONTRACTORS.  ELECTRICAL CONTRACTOR TO
COORDINATE RACEWAY AND BACKBOX QUANTITIES AND
LOCATIONS WITH DOOR HARDWARE AND SECURITY CONTRACTORS.
REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

4. ALL CABLING BY DOOR HARDWARE AND SECURITY CONTRACTORS
UNLESS NOTED OTHERWISE.

5. REFER TO DOOR SCHEDULE ON ARCHITECTURAL SHEETS AND DOOR
HARDWARE SPECIFICATION FOR ADDITIONAL REQUIREMENTS.

1

r
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